
Astro Fire Rated Ceiling Air Valve

I ntroduct ion

The purpose of this document is to give guidance to approved contractors and suppliers who are 
engaged in the fire stopping of service penetrations in fire rated structures using the Astro Fire 
Rated Ceiling Air Valve.

All service holes through ceilings must be fire stopped to prevent the passage of fire, smoke and 
hot gases.

Prevent the spread of fire, smoke and hot gases through a building by containing it 
in the compartment of origin. 

Maintain the integrity of escape routes from a building. 

Reduce loss or damage to property from the effect of fire and smoke. 

Maintain pressure differential between compartments and ventilation channels. 

I ns ta l lat ion



Set valve to a 10mm open gap.

Compl iance

Manufactured in the EU, meeting the highest quality standard in compliance with ISO EN 
9001:2000 . For fire test certification contact Astroflame Fireseals technical department.

Fi re  Tests

Successfully tested for 60 minutes to BS EN 1365-2 



Avai lab i l i ty  

Available in singles or boxes of 10 

Storage and di sposa l

For long term storage and ease of installation, it is recommended that the product should be 
stored indoors. No shelf life is given as this product will not deteriorate in storage.

For additional testing, certification or technical information please contact ASTROFLAME 
FIRESEALS LTD. 
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Item Diameter Product Ref

EXTRACT VALVE - 60 Min Fire Rated 

SMALL 80mm AFFRCV80E

MEDIUM 100mm AFFRCV100E

LARGE 125mm AFFRCV125E

X LARGE 150mm AFFRCV150E

XX LARGE 200mm AFFRCV200E

SUPPLY SIDE VALVE - 60 Min Fire Rated

SMALL 80mm AFFRCV80S

MEDIUM 100mm AFFRCV100S

LARGE 125mm AFFRCV125S

X LARGE 150mm AFFRCV150S

XX LARGE 200mm AFFRCV200S

As part of our policy of ongoing improvements, we reserve the right to modify, alter or change product specifications 
without giving notice. Product illustrations are representations only. All information contained in this document is 
provided for guidance only, and as ASTROFLAME FIRESEALS LTD has no control over the installation methods of the 
products, or of the prevailing site conditions, no warranties expressed or implied are intended to be given as to the 
actual performance of the products mentioned or referred to, and no liability whatsoever will be accepted for any loss, 
damage or injury arising from the use of the information given of products mentioned or referred to herein. 

The above information to the best of our knowledge is true and accurate and based upon current test data and is 



supplied for your guidance only. Customers should satisfy themselves 
to the suitability of the product in its intended use and no guarantee is given or implied since the conditions of actual 
use are beyond our control. ASTROflame (Fireseals) Ltd, disclaim any liability for loss, damage or other expense 
arising from the use of information, data or products mentioned or referred to and reserve the right to change any 
details or specifications without notice.
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